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Power Ratings

Order Code

Normal Duty Ratings Heavy Duty Ratings

Frame
kW/HP

Output Current Arms kW/HP
Output Current Arms

400 VAC 480 VAC 400 VAC 480 VAC

380-480 (± 10 %) VAC Supplies Three Phase

31V-4D0004-B... 1.1/1.5 3.5 3.0 0.75/1 2.5 2.1 D
31V-4D0005-B... 1.5/2 4.5 3.4 1.1/1.5 3.5 3.0 D
31V-4D0006-B... 2.2/3 5.5 4.8 1.5/2 4.5 3.4 D
31V-4D0008-B... 3/4 7.5 5.8 2.2/3 5.5 4.8 D
31V-4D0010-B... 4/5 10 7.6 3/4 7.5 5.8 D
31V-4D0012-B... 5.5/7.5 12 11 4/5 10 7.6 D
31V-4E0016-B... 7.5/10 16 14 5.5/7.5 12 11 E
31V-4E0023-B... 11/15 23 21 7.5/10 16 14 E
31V-4F0032-B... 15/20 32 27 11/15 23 21 F
31V-4F0038-B... 18/25 38 36 15/20 32 27 F
31V-4G0045-B... 22/30 45 40 18/25 38 36 G
31V-4G0060-B... 30/40 60 52 22/30 45 40 G
31V-4G0073-B... 37/50 73 65 30/40 60 52 G
31V-4H0087-B... 45/60 87 77 37/50 73 65 H
31V-4H0105-B... 55/75 105 96 45/60 87 77 H
31V-4H0145-B... 75/100 145 124 55/75 105 96 H
31V-4J0180-B... 90/125 180 156 75/100 145 124 J
31V-4J0205-B... 110/150 205 180 90/125 180 156 J
31V-4J0260-B... 132/200 260 240 110/150 205 180 J
31V-4K0300-B... 160/250 300 302 132/200 260 240 K
31V-4K0380-B... 200/300 380 361 160/250 315 302 K
31V-4K0440-B... 250/350 440 414 200/300 380 361 K

See Ordering Information for full order codes and description.
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Dimensions
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Model
Max. Weight

[kg]
H H1 H2 W W1 W2 D Fixings

Frame D 4.5 286 270 6.5 100 80 10.0 255
Slot 4.5 mm wide.

Use M4 fixings
Frame E 6.8 333 320 6.5 125 100 12.5 255
Frame F 10 383 370 6.5 150 125 12.5 255
Frame G 22.3 480 465 7.25 220 190 15 287 Slot 5.0 mm wide.

Use M5 fixingsFrame H TBA 670 650 10 260 220 20 331
Frame J TBA 800 780 10 330 285 22.5 374 Use M8 fixings
Frame K TBA 1300 1272 14 400 280 60 385 Use M10 fixings

Panel Mounting

Through Panel Mounting

Model H H1 H2 W W1 W2 D D1 Fixings
Frame D 250 262 6 79 1.5 82 72 181

Use M4 fixingsFrame E 297 309 6 102 1 104 72 181
Frame F 347 359 6 127 1 129 72 181
Frame G 440 455.8 7.9 195 0.4 195.8 95 190 Use M5 fixings
Frame H 617 641 12 218 4.5 227 99 211 Use M6 Fixings

Frame J 745 765 10 275 12.5 300 128 242.6 Use M6 Fixings

Dimensions [mm]

Dimensions [mm]

Through panel mounting is not possible for frame K.


